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Kasota Stone" 

® 


A distinguished, fine textured stone of permanent 
beauty and color. For more than 80 years, it has been 
specified by prominent architects for facing and trim 
in outstanding buildings throughout the United States. 


All exterior spandrels of the Central-Penn National Bank 
of Philadelphia, Pennsylvania, are of Pink Kasota (Man- 
sota) Veine Stone, quarried and fabricated by The Bab¬ 
cock Company, Kasota, Minnesota. 

Robert Montgomery Brown, Architect. 
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Kasota Stone... 

Kasota Stone is a dolomitic limestone of fine, uniform texture quarried from deep- 
ledge formations at Kasota, Minnesota. It occurs in thick ledges and can be quarried 
and fabricated to any practical size. It is perfectly adapted to economical machine 
production for thin-slab or traditional facings as well as to the most intricate detail 
and carving. 



Pink Buff KASOTA VEINE 



Cream KASOTA VEINE 
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The buildings shown on 
these pages are faced or 
trimmed with KASOTA 
STONE quarried and fab¬ 
ricated by THE BABCOCK 
COMPANY, Kasota, Min¬ 
nesota. 
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FOLEY BROTHERS DEPARTMENT STORE, Houston, Texas 
Kenneth Franzheim, Architect 

PINK KASOTA VEINE ASHLAR Facing 


The mills of The Babcock 
Company, are equipped 
with the most modern ma¬ 
chinery for rapid, accurate 
fabrication and have 
ample capacity to supply 
the largest project prompt¬ 
ly and efficiently. 



SIDNEY HILLMAN MEDICAL CENTER, Philadelphia, Pennsylvania 
Louis Magaziner and Herman Polls, Architects 

PINK BUFF KASOTA VEINE ASHLAR Facing 



WORLD HERALD BUILDING, Omaha, Nebraska 
Leo O. Daly Associates, Architects 

PINK BUFF KASOTA VEINE ASHLAR Facing 


THE BABCOCK COMPANY 3 










































Scope of work—This contract shall include all labor and material required 
for furnishing cut stone as shown and detailed on contract drawings. 


architect’s drawings to architects approval. Drawings shall show 
jointing, bonding, anchoring, supports and provision for flashings. 


Material—All cut stone indicated on drawings shall be (specify color) 
Kasota Stone as furnished by The Babcock Company, Kasota, Minnesota, 
sound, of uniform texture and within the color range of samples to be 
submitted and approved by the architect. All exposed surfaces shall be 
(machine finish) (sand rubbed) specify finish desired. 


Cutting—AH stone shall be accurately cut to shape and dimension shown 
on approved shop drawings. Mouldings shall conform to full size profiles. 
Provide lewis holes where required and cut all necessary drips, checks and 
anchor sinkages. 


Setting—AH stone shall be accurately set in accordance with approved 
setting drawings. 


Shop and setting drawings shall be prepared by this contractor from 


UNITED BENEFIT LIFE INSURANCE CO., Omaha, Nebraska 
Tinsley Higgins and Lighter, Architects 

PINK BUFF KASOTA VEINE ASHLAR Facing 


BURDINE’S DEPARTMENT STORE, Miami, Florida 
E. L. Robertson and John Weber, Architects 

CREAM KASOTA VEINE STONE Facing 


FABRICATORS 


SCIENCE HALL, WAYNE UNIVERSITY, Detroit, Michigan 
Ralph R. Colder, Architect 

PINK BUFF KASOTA VEINE STONE Exterior Trim 


WANAMAKER DEPARTMENT STORE, Wilmington, Delaware 
Massena & DuPont, Architects 

PINK BUFF KASOTA VEINE ASHLAR Facing 
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Outstanding Buildings Where the Beauty of Kasota Stone Augments the Presentation of the Architect’s Design Conception 






















Digitized by: 



international 

ASSOCIATION 

FOR 

PRESERVATION 

TECHNOLOGY, 

INTERNATIONAL 

www.apti.org 

BUILDING 

TECHNOLOGY 

HERITAGE 

LIBRARY 

https://archive.org/details/buildinatechnoloavheritaaelibrarv 

From the collection of: 

NATIONAL BUILDING ARTS CENTER 

http://web.nationalbuildingarts.org 










